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Our tradtional marque

de insections so they are lighte

ry and casier to erect. Smaller marquees up to and including

QIS have 3 one piece raof and 3 central pole. Two sections of
v Marque

wallng sllow the doorway to be piaced n any p

wals are 671800mm high slowing you to stand upright over the
ot ground ar

Al marquees come complete with roof canvas,walling main pole(s)

(split into w0 halves and ether onvenient

handing and storsge). £/1800mm wooden side y ropes

with hardwood runners, hand clft hardwood pegs and mllet.

The canvases are supplied ack and carry

A marquee can be used as 3 roof shelter only. The walls are

separate and can be hoofgd on and aken of 2s required.
Erecting marquees is quit#Bimple providing the nstructions are

followsd, however.because of the weight of canvas dule supervision

{s advised. For arger marquees (Q22 and upwards) the roof is

manfacture: s - e, The roof of 3 Q22 marquee is made

in two halves and laced togecher across the centre. The marquee
can then be extended 3 3 lcer date by simply purchasing  further
<2Qn

arquee to Q32 Similarly,add another 2076100mrm section and

ion. Adding 3 10/3050mm centre section would conver

your original marquee becomes 20/6100mm x 50718300mm.

Camvas marquees are manufactured from |507/509gsm ‘A’ grade

e canvas i fire recardant

cotton dut i rool and wals

(0 BS7837 (1996) and i rox, water and mildew repelient. PVC

marquees are manufsctured from 1000 denier PVC coated polyester

dan to Europenn reguiation M2 and ultra violet
e o protsct sgant the rays ofthe sun and prevent cracking
res. A lacquer finish faciiates easy cleaning

CODE MARQUEE SIZES





